COMBINED SYSTEM - (DELTA 129 SUB FLOOR DRAINAGE OPTION)
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MODULAR DRAINAGE USING 110mm PIPE CAST
WITHIN THE SLAB WITH A DRAINAGE POINT
(UPSTAND) EVERY 12m2. UPSTAND CUT FLUSH

PUDDLE FLANGE INSTALLED ON EACH
UPSTAND TO PREVENT WATER INGRESS.

'WITH CAVITY SCREW TIES
BASEMENT

(ANTI-LIME COATING)

DELTA HIGH PERFORMANCE DPC
JOINED AND SEALED TO THE DELTA
MS500 AND DELTA MS20 USING
DELTA DOUBLE-SIDED TAPE

INSULA“ON
]

DELTA-MS20

SLAB.
BLOCK WALL ———————
DELTAQWIKSEALPLUG _ ___— |
KOSTER POLYSIL TG500 ;

DELTA-MS 500

7S s
7/ DPC CAVITY TRAY 150mm ABOVE GROUND LEVEL
/ 'ONE ANGLED UPWARDS ACROSS CAVITY AND ONE
/ ANGLED DOWN BEHIND THE MS500, LAPPED MIN.
/ 75mm WITH DELTA TAPE
/
/
/ / E DELTA MS PROFILE CAPPING STRIP
/ 7y GROUND LEVEL
/ - — T
= == 1=
% ==l
/ —_
2 - ‘ ‘ ‘ -
‘ff EARTH
<
4,
a
KOSTER DEUXAN 2C WITH GLASS FIBRE
MESH EMBEDDED INTO THE FIRST COAT
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INSPECTION OPENING / COVER

| ——— KOSTER QUELLBAND WATERBAR

COURSE OF ENGINEERING BRICKS
}——— WITH INTERMITTENT PERPS. LEFT OUT
TO ALLOW CONTINUITY OF DRAINAGE

40mm CURVED FILLET USING
KOSTER REPAIR MORTAR PLUS

KOSTER DEUXAN 2C APPLIED
‘OVER THE DUALPROQF 100mm

—

110mm DRAINAGE PIPE
WITH PUDDLE FLANGE

DUALPROOF PRE-APPLIED MEMBRANE
TO BE LAID ON BLINDING HARDCORE

DELTA AQUADUCT
MAINTAINABLE LAND DRAIN
EMBEDDED INTO FREE
DRAINING AGGREGATE
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