DELTA SYSTEM 500

WITH DELTA AQUADUCT FOR CURVED ELEMENTS & NARROW RECESS ONLY

DELTA-MS 500 INSPECTION / ACCESS POINTS FOR MAINTENANCE

REQUIRED IN DELTA AQUADUCT
- CHANGE OF DIRECTION
- EVERY 6 - 8M ON STRAIGHT RUNS

<=——— MINIMUM 12.5mm. PLASTERBOARD

L~

ﬁ SIZE 12 SCREWS ARE USED TO FIX BATTENS

DELTA-PLUG DRIVEN HOME,
WITH ADHESIVE ROPE TO

SEAL PLUG BACK TO MEMBRANE STRUCTURAL ENGINEER SHOULD BE CONSULTED

PRIOR TO CREATING RECESS FOR AQUADUCT

DELTA-ROPE

VERTICAL 50mm. X 25mm. TREATED TIMBER BATTENS

FIXED WITH SIZE 12 SCREWS INTO THE DELTA-PLUGS

DELTA CORNER STRIP - 150mm. WIDE, FLEXIBLE ADHESIVE OVERSEAL JOINT
JOINING THE DELTA-MS(FLOOR), TO THE DELTA-MS(WALL) MEMBRANE.

DELTA-PLUGS AND BATTENS, FIXED AS NECESSARY TO ACCEPT BOARD FINISHES.
GYPLINER METAL TRACKING SYSTEM MAY BE USED IF PREFERRED.

— KOSTER NB1 APPLIED TO FORMED REBATE TO PROTECT REINFORCEMENT IN EXISTING SLAB

SCREED OR FLOATING TIMBER FLOOR
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100mm WIDE x 75mm DEEP CHASE FORMED FOR CHANNEL
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SMALL GRADE AGGREGATE
DELTA AQUADUCT 60mm DIA.

INTERMITTENT HOLES FOR WATER ENTRY

DELTA AQUADUCT SECTION
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