DRAINAGE CONTINUITY AT WALL / FLOOR - CHANNEL ON SLAB (INSULATION)

NOTE:- COULD BE WITH OR WITHOUT CAVITY —l

DELTA CHANNEL MUST HAVE ACCESS /
ACCESS / SETTING POINTS FOR MAINTENANCE
- CHANGE OF DIRECTION

b o iy ~EVERY 6 - 8M ON STRAIGHT RUNS
INSULATION ; 4
o <
D
BLOCK WALL ; s = RG CONCRETE TO BS EN 1882
4 I
o 4
DELTA-MS 500 ; 4 4 A
2l <
D
D
R.C. WALL ray <
BS EN 1992 < A4
p < KOSTER POLYSIL TG 500
; ANTI-LIME COATING
ACCESS OPENING / COVER ; a ¥ a
D g ACCESS PORT
ENGINEERING BRICKS / CONCRETE )
UPSTAND WITH 40mm WEEPHOLES.
COURSE OF FOAM GLASS BLOGKS 4
WITH INTERMITTENT PERPS, LEFT OUT % P ’
TO ALLOW CONTINUITY OF DRAINAGE D
D
DELTA MS500/ FM D < DELTA TAPE JOINTS TO SEAL
| 70 WALL & FLOOR MEMBRANE
3 A SYSTEM USING D.P.C.
SCREED 4 44 N
INSULATION - MUST BE CLOSED CELL <
AND DIMENSIONALLY STABLE % L]
DELTA
CHANNEL
DELTA MS20 /_ K 2 <
; a
9 . a7 | KOSTER QUELLBAND
4 SLAB 4
< 4 a <
RC CONCRETE TO BS EN 1992 4 4 < 4 4 4 a
< i 4 < RC GONCRETE TO BS EN 1992
4 A
************* 4 7
Pa)
<
DRAWING No: DW-278-1- (C)
-I WRANE S S MS D DRAWING DRAINAGE CONTINUITY AT WALL / FLOOR
N I | I : E ] ] 4 TITLE: - CHANNEL ON SLAB
OFFICE USE: ‘ DRAWING NOTE: PROJECT / COMMENTS:
DELTA HOUSE, MERLIN WAY, NORTH WEALD, EPPING, ESSEX CM16 6HR
REVISION No: Di By:
TEL: 01992523523  FAX: 01992 523250 o |Prewn®y is drawing b
This drawing is for
1 Checked By: illustrative purposes SPREYTON - DEVON
only. Drawing not to
Bgﬁ\évéNG All installations to be carried out in strict accordance with manufacturer's 1 Scale: sca)lle. 9
. installations instructions. REVISION DATE: -
For further assistance contact Delta Technical on 01992 523 523 or email System Files: PDF /DWG
technical@deltamembranes.com June 2018

This drawing is the property of Delta Membrane Systems Ltd and must not be loaned or copied without prior written consent




