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PRODUCT DATA SHEET

Associated Products
•	Gas Tape 50
•	Gas Tape 150
•	Pro Ground Gas Membranes

Features
•	300mm wide
•	Self-adhesive SBS Polymer modified bitumen gas membrane
•	Compatible with gas barriers/vapour control layers/damp 

proof membranes
•	Easy to use

Description
Pro Detailing Strip is a superior 300mm wide, self-adhesive SBS polymer modified bitumen gas membrane designed specifically to aid 
detailing and sealing around pipe penetrations and internal and external corners.  Pro Detailing Strip can also be used for repairing tears 
and other damage to ground gas membranes.

DMS_PDS_PRO_DETAILING_STRIP_FEB_24V1

Product Details
DMS 413
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Fields of Application 
•	Can be used to seal around pipes and service penetrations 
•	Can be used to patch repair membranes 
•	Connecting internal corners
•	Connecting external corners

Specification 
•	BS 8485:2015+A1:2019 Code of practice for the design of 

protective measures for methane and carbon dioxide ground 
gases for new buildings

•	NBS Specification J40 flexible waterproofing/damp proofing 
membrane including gas/hydrocarbon protection 

•	NBS Specification J40/145 Loose laid weldable polyethylene 
gas retardant damp proofing

•	NBS Specification D21/350 Gas retardant membrane

Packaging/Handling
Rolls of Pro Detailing Strip should be stored on in a cool, dry 
place, and be protected from exposure to rain, sun, heat and 
cold temperatures prior to installation. Exposure to sunlight for 
extended period of time could cause difficulty with removal of 
the release film.
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Other Information

All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as guidance and should only be used for evaluating 
your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which this product may be used, each user should review the information in specific context of the planned 
use. The information contained in these Product/Technical Data Sheets should not be considered a warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular 
purpose. In no event shall Delta Membrane Systems Limited be liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless 
of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.
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Technical Data
Feature Characteristics Test Method Pro Detailing Strip

Physical Properties
Thickness
Width
Length
Weight

EN 1849-2
EN 1849-2
EN 1849-2
EN 1849-2

1.2 mm
300 mm
20 m
1100 g/m²

Hydraulic Press Water Tightness
Water Vapour Transmission

EN 1928
EN 1931

Pass
0.013 g/m²/day

Mechanical Properties

Tensile Strength (MD/CMD) 
Elongation (MD/CMD) 
Resistance to Static Load
Joint Strength
Durability and Water Tightness 
(Ageing and Chemicals) 60 kPa
Resistance to Nail Tear (MD/CMD) 
Resistance to Fire

EN 12311-2 (A) 
EN 12311-2 (A) 
EN 12370 
EN 12317-2
EN 1847

EN 12310-1 
EN 13501

500 N/50mm 
> 12%
20 kg
> 30 N
Pass

> 300 N
F Euro Class

Gas Permeability
Methane Permeability
Carbon Dioxide Permeability
Radon Permeability

EN ISO 15105-1
EN ISO 15105-1 
K124/02/95

< 0.68 ml/m²/day/atm 
< 2.81 ml/m²/day/atm 
8.0 x 10⁻¹⁵ m²/S

Compliance and Certification CE Mark - EN13967:2012+ A1:2017 Type (A/T)
BS 8485:2015 Compliant (Methane and Carbon Dioxide Barrier)


