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PRODUCT DATA SHEET

Associated Products
•	Detailing Strip
•	Pro Ground Gas Membranes 

Features
•	Double sided butyl tape 
•	Prevents water, water vapour, air and gas when sealing ground 

gas membranes
•	Compatible with gas barriers/vapour control layers/damp 

proof membranes
•	Easy to use

Description
A highly flexible, double sided butyl tape. Pro Titan Tape is designed with a layer of release film on both sides to assist during installation.  
This multipurpose tape prevents water, water vapor, air and gas when used in conjunction with gas barriers, vapor control layers and 
damp proof membranes. The tapes flexibility enables installation on irregular surfaces accurately with little to no waste. Pro Titan Tape 
can adhere to all our gas barriers and an extensive variety of substrates.

DMS_PDS_PRO_TITAN_TAPE_FEB_24V1

Product Details
DMS 439
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Fields of Application 
•	Connecting and sealing ground gas membranes where they 

join or overlap
•	Connecting corners
•	Connecting reveals 

Specification 
•	BS 8485:2015+A1:2019 Code of practice for the design of 

protective measures for methane and carbon dioxide ground 
gases for new buildings

•	NBS Specification J40 flexible waterproofing/damp proofing 
membrane including gas/hydrocarbon protection 

•	NBS Specification J40/145 Loose laid weldable polyethylene 
gas retardant damp proofing

•	NBS Specification D21/350 Gas retardant membrane

Packaging/Handling
•	Pro Titan Tape has a shelf life of approximately 24 months 

when stored flat in original packaging in cool dry conditions.
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Other Information

All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as guidance and should only be used for evaluating 
your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which this product may be used, each user should review the information in specific context of the planned 
use. The information contained in these Product/Technical Data Sheets should not be considered a warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular 
purpose. In no event shall Delta Membrane Systems Limited be liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless 
of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.
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Technical Data
Feature Characteristics Test Method Pro Titan Tape

Physical Properties

Thickness
Width
Length
Packaging
Colour

EN 1849-2
EN 1849-2
EN 1849-2
4 rolls/box (50 boxes/pallet) 
Black

1.5 mm
100 mm
15 m
-
-

Mechanical Properties

Dynamic Tensile Adhesion
Dynamic Sheer Adhesion
T-Peel Adhesion to PE Membrane 
Specific Gravity
Moisture Vapour Transmission Rate
Water Tightness (200 KPA) PE Membrane Joint
Service Temperature
Radon Transmittance

Modified PSTC
Modified PSTC
Modified PSTC
EN ISO 10563
EN ISO 15106
EN 1928 (MOD)
-
SP 3873

19 N/cm²
13 N/cm²
12 N/cm
1.6 g/cm³
0.16 g/m²/24hr/mm 
PASS
-40 to +90°C
1.7 x 10⁻⁸ m/s


