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Associated Products
•	Pro Void Vent 25
•	Vent Bollards
•	Vent Alloy Grills

Features
•	Eternalast™ polycarbonate plastic housing
•	Quiet and attractive (Installs white, stays white)
•	Thermally protected
•	Water-hardened motorized impeller
•	Seams sealed to inhibit radon leakage
•	ETL Listed - for indoor or outdoor use
•	Meets all electrical code requirements
•	Rated for commercial and residential use

Description
All RadonAway® mitigation fans are specifically designed to remove Radon gas from beneath a house/structure.  Ideal for most sub-
slab radon mitigation systems, such as Pro Void Vent 25 and Delta Radon Sump.   RadonAway® mitigation fans are an active system 
which run constantly. 

RPi Series Fans provide superb performance, run ultra-quiet and stays white with an Eternalast™ polycarbonate plastic housing. 

The RadonAway® 265i has a 6” duct and is chosen most often by radon professionals when there is a need for quiet efficiency coupled 
with more power and higher air flow.
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Product Details
DMS 700 - RadonAway® Mitigation Fan 145i
DMS 701 - RadonAway® Mitigation Fan 265i
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Fields of Application 
•	 Ideal for sub-slab radon mitigation

Specification 
•	BS 8485:2015+A1:2019 Code of practice for the design of 

protective measures for methane and carbon dioxide ground 
gases for new buildings

•	BRE 211-2023 – Radon – Protective measures for new 
buildings

•	NBS Specification D21/360 Geocomposite venting layers

Installation
Please refer to Delta’s Installation Guides.  Installation Guides 
can be found at www.deltamembranes.com/technical/delta-
installation-guides/.  We have a number of “How to” subject 
related video guides available on your Youtube Channel and 
Website.  Please visit www.deltamembranes.com/technical-
categories/the-video-suite/

Storage 
•	Always store and transport in a secure position.
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Other Information

All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as guidance and should only be used for evaluating 
your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which this product may be used, each user should review the information in specific context of the planned 
use. The information contained in these Product/Technical Data Sheets should not be considered a warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular 
purpose. In no event shall Delta Membrane Systems Limited be liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless 
of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.
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Technical Data

Model P/N Fan Duct
Diameter Watts Recom. Max.OP. Pressure “WC

0” .2” .5” 1.0” 1.5” 2.0”

RP145 28461 4” 34-66 1.7 169 150* 124* 81* 42 4

RP265 28463 6” 96-136 2.3 375 340* 282* 204* 140 70

Packaging/Handling  
•	RadonAway® mitigation fans should be kept in the supplied 

packaging until such time as it is required for installation.

Safety
Always follow the instructions provided in the material safety 
data sheet and take the precaution described there.  Wear 
appropriate Protective Personal Equipment (PPE) when applying 
and using the material.  Observe all governmental, state, and 
local safety regulations when processing the material. 

Typical CFM vs. Static Pressure WC


