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PRODUCT DATA SHEET

Description

The Delta Bespoke 1000 Series - Mercury Foul Package Pumping Station is available in association with TT Pumps.  The robust and 
reliable Delta Bespoke 1000 Series - Mercury Packaged Pumping Station has been specifically designed and manufactured in the 
United Kingdom to provide an efficient and economical way of installing a sewage/drainage pumping station.

The extension turret is an innovative design that allows the installer to change the depth of the chamber installation to suit site specific 
levels. Due to possibility of site complications and changing requirements, it would be useful to be able to extend the depth of the 
tank. The extension turret is placed on top of the tank and clamped and sealed in place and can be cut at set increments to adjust the 
height of the pumping station chamber.  The focus on this is to aid in reducing of installation time and to provide product flexibility in 
site conditions.

The Delta Bespoke 1000 Series – Mercury Foul Package Pumping Station, is not suitable for collecting groundwater from a cavity 
drained membrane system.

Product Details
DMS-T005 Mercury DGO 50
DMS-T006 Mercury DGO 75
DMS-T007 Mercury DGO 100
DMS-T008 Mercury DGO 150
DMS-T0010 Extension Turret 
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MERCURY MERCURY WITH TURRET

Specification

•	 BS 8012:2022 Protection of below ground structures against water ingress.  Code 

of Practice

•	 BS EN 10256-4:2000 Gravity drainage systems inside buildings - Wastewater 

lifting plants

•	 Construction (Design & Management) Regulations 2015 

•	 Construction (Design & Management) Regulations (Northern Ireland) 2016 

*Full list of regulations and standards available upon request

Associated products
• High-level alarm(s)
• Remote monitoring
• External pipework
• Pump(s)
• Access cover(s)
• Additional inlet(s)
• Service support package(s)

Features

•	 BBA Approval and Accreditation 

•	 Pump chambers are well engineered and manufactured, and have passed 

rigorous and detailed testing, site inspections and factory production control 

assessment

•	 Each pump chamber is made of strong, medium-density polyethylene

•	 Smooth internal walls aid the hygienic disposal of effluents, to avoid smells and 

septicity. 

•	 Complete with pipework pre-assembled in the chamber, ready for installation into 

the ground, after which the pumps and control equipment are added.

•	 All package pumping stations are supplied with controls for fully automatic 

operation, and a high-level alarm indicator

•	 Units can be adapted to suit individual requirements at manufacturing stage

•	 Packages are available on short lead-times to fit in with tight construction 

schedules.

•	 Mercury Chamber can be supplied with an extension turret to allow the installer 

to change the depth of the chamber to suit site requirements Cut sections at 

900mm/610mm/320mm

•	 Round access cover for increased safety and suitability for international 

installation.
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Other information
All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as 
guidance and should only be used for evaluating your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which 
this product may be used, each user should review the information in specific context of the planned use. The information contained in these Product/Technical Data 
Sheets should not be considered a warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular purpose. In no 
event shall Delta Membrane Systems Limited be liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This 
exclusion applies regardless of whether such damages are sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal 
theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.
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CHAMBER MERCURY

MATERIAl Tank grade polyethylene

CLEAR OPENING ø790mm

DISCHARGE 63mm HDPE Adaptor

CHAMBER SPECIFICATIONS

CONTROL PANEL SINGLE & DUAL SYSTEMS

MATERIAl Plastic IP66 rated enclosure*

VOLT FREE CONTACT Yes - High Level, Power Failure

VOLTAGE 240V / 1PH / 50Hz

MAX RATING 9.3A

ALARM Audiable c/w mute function

MAINS ON INDICATOR Yes c/w mains fail fault.

Other control & enclosure options available inc. 
Automatic float control
*IP66 rated enclosures if spare glands plugged

CONTROL SYSTEM

PUMP Curve Output Discharge Maximum Free 
Passage

Cable Weight

Amps kW mm Inch Head 
m

Capacity 
l/sec

mm m  kg

DGO 50/2G50H A \ 2.9 0.37 50 2 6.3 6 40 10 16.5

DG0 75/2/G50H B \ 3.9 0.55 50 2 9 7.2 40 10 16.5

DGO 100/2/G50H C \ 6.5 0.88 50 2 12.7 9.5 50 10 19.5

DGO 150/2/G50H D \ 8.2 1.1 50 2 14.3 10.5 50 10 20.5
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