
Delta Roof Guard Reinforcement Fabric
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Delta House, Merlin Way, North Weald, Epping, Essex, CM16 6HR
01992 523 523  |  info@deltamembranes.com  |  www.deltamembranes.com

PRODUCT DATA SHEET

Other Information

All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as guidance and 
should only be used for evaluating your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which this product may be used, 
each user should review the information in specific context of the planned use. The information contained in these Product/Technical Data Sheets should not be considered a 
warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular purpose. In no event shall Delta Membrane Systems Limited be 
liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless of whether such damages are 
sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.

Features
•	Broof(t4)
•	BBA Approved
•	Green Roof Approved
•	Quick installation times – offering cost savings
•	Avoiding inherent risks associated with hot works
•	Seamless applications - no joints or fixings
•	Exceptionally fast curing
•	Compatible with a wide range of substrates
•	Easy to maintain
•	Minimal on-site disruption

Description 

Delta Roof Guard Glass Fibre Reinforcement is used to reinforce the base coat of the Delta Roof Guard Systems. Delta Roof Guard Glass 
Fibre Reinforcement improves the mechanical properties of the cured waterproofing membrane.

Application
•	Suitable for cold or warm roof construction
•	Balconies and terraces
•	Podium decks
•	Car parks
•	 Infrastructure
•	Walkways
•	 Ideal for new construction and refurbishment projects

Product Details
DMS 809/DMS 810

DMS_PDS_ROOF_GUARD_REINFORCEMENT_FABRIC_FEB_24V1

Specification 
•	BS 8102:2022 Protection of below ground structures against 

water ingress. Code of practice.
•	J40 (Clause 290) Flexible Sheet Tanking/Damp Proofing
•	J31 Liquid Applied Waterproof Coatings/130 Roof Coatings
•	J31/10 Warm Deck Roof Coating
•	J31/110 Cold Deck Roof Coating
•	J31/120 Warm Deck Roof Coating
•	J31/130 Inverted Roof Coating
•	J31/5 Cold Deck Roof Coating
•	J41 – Reinforced Bitumen Roof Coating
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Technical Data

Delta Roof Guard Fibre 150g/m2

Composition Fibre Glass

Weight g.m² 150

Ignition Loss % 3 to 5

Flexural Strength mPa Moist >60, dry >80

Packaging
Rolls:
0.3m x 100m - DMS 809
1m x 100m – DMS 810

Storage

Keep in Their Original Packaging (PE Film 
and Box),
Between -10ºc and 50ºc. Relative 
Humidity: 35 to 85%.
Use Before 24 Months After 
Manufacturing Date.

Use Before 24 Months After Manufacturing Date.

Information on the Product Before Application

Use Conditions 
Follow use conditions as directed for the relevant liquid resin, Ensure 
Delta Roof Guard Glass Fibre Reinforcement is dry before use.


