
Delta Roof Guard Super Accelerant PU
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PRODUCT DATA SHEET

Features
•	Broof(t4)
•	BBA Approved
•	Dramatically reduces cure time of Delta Roof Guard QC
•	Moisture instigated chemical reaction
•	Reduces risk of damage by rain, drift, slopes, etc
•	Minimises application failure
•	Compatible with a variety of roof surfaces
•	Quick installation time

Application
•	Suitable for cold or warm roof construction
•	Balconies and terraces
•	Podium decks
•	Car parks
•	 Infrastructure
•	Walkways
•	 Ideal for new construction and refurbishment projects

Product Details
DMS 808

DMS_PDS_ROOF_GUARD_SUPER_ACCELERANT_FEB_24V1

Specification 
•	BS 8102:2022 Protection of below ground structures against 

water ingress. Code of practice.
•	J40 (Clause 290) Flexible Sheet Tanking/Damp Proofing
•	J31 Liquid Applied Waterproof Coatings/130 Roof Coatings
•	J31/10 Warm Deck Roof Coating
•	J31/110 Cold Deck Roof Coating
•	J31/120 Warm Deck Roof Coating
•	J31/130 Inverted Roof Coating
•	J31/5 Cold Deck Roof Coating
•	J41 – Reinforced Bitumen Roof Coating

Storage
•	Keep at temperatures between 35ºC away from ignition 

sources and moisture.
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Safety
Delta Roof Guard Super-Accelerant PU contains flammable 
solvents. Always follow the instructions provided in the Material 
Safety Data Sheet and take the precautions provided. This 
product is to be used only by industrial or professional users. It is 
not suitable for DIY-type uses.

Description 

A high performance, single component, moisture instigated polyurethane when added to Delta Roof Guard CP dramatically reduces cure 
time. 

This moisture instigated reaction utilises atmospheric and substrate moisture to mechanically instigate faster curing, reducing risk of 
damage by rain, drift, slopes, etc. 

Moisture cured Delta Roof Guard CP can require under certain conditions, a faster curing process because of job constraints, low 
temperature, and/or air humidity. Delta Super- Accelerant PU dramatically reduces the curing time with no loss of relevant properties. 
Delta Roof Guard Super-Accelerant PU obtains a surface skin in a short time, reducing risk of damage by rain, drift, slopes, etc. and it can 
be put into service after a few hours, with less residual tacking effect.
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DMS_PDS_ROOF_GUARD_SUPER_ACCELERANT_FEB_24V1

Technical Data
Information on the Product Before Application
Chemical Description Catalyst Solution in Organic Solvent

Physical State Liquid

Packaging Metal Container: 1.5kg

Non-Volatile Content (%) 43%

Flash Point 26ºC

Colour Clear Yellow

Density 0.99g/cm³ (20ºC)

Viscosity Approximate, Brookfield 20ºC, s62, 100 rpm: 5 mPa.s

VOC Content 572 g/L, 57%

Use Before 12 Months After Manufacturing Date
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Pot Life
Addition of Delta Roof Guard Super-Accelerant PU reduces 
the normal Delta Roof Guard CP pot life. The following is an 
approximate:

Environmental Precautions
Empty containers must be handled, taking the same precautions 
as if they were full. Containers must be considered as hazardous 
waste, to be transferred to an authorised waste manager. If 
there is some residual product in the containers, do not mix it 
with other substances without checking for possible dangerous 
reactions.

Conditions Dry To Touch (h)
35ºC, 30% rh 1.5h (with no Delta Roof Guard Super-Accelerant PU: >10h)

23ºC, 40% rh 3h (with no Delta Roof Guard Super-Accelerant PU: >10h

5ºC, 60% rh 7h (with no Delta Roof Guard Super-Accelerant PU: >24h)

Temperature (ºc) Pot Life (Min)
5 180

23 60

35 30

Other Information

All data and information contained in these Product/Technical Data Sheets is up-to-date and correct as at the date of issue. The information given is suggested as guidance and 
should only be used for evaluating your specific application. Delta Membrane Systems Limited cannot control or anticipate the conditions under which this product may be used, 
each user should review the information in specific context of the planned use. The information contained in these Product/Technical Data Sheets should not be considered a 
warranty, expressed, or implied, including but not limited to a warranty of merchantability or fitness for a particular purpose. In no event shall Delta Membrane Systems Limited be 
liable for any incidental or consequential damages resulting from the use, misuse, or inability to use the product. This exclusion applies regardless of whether such damages are 
sought based on breach of warranty, breach of contract, negligence, strict liability in tort, or any other legal theory. When in doubt, contact Delta’s Technical Team on 01992 523 523.


